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TECHNICAL
SPECIFICATIONS

MACHINE SPEED
max 4500 spm

OILING SYSTEM
fully automatic

STITCH LENGTH
max 4 mm

PRESSER FOOT LIFT
by hand: max 4 mm
by knee: max 10 mm

ELECTRIC PRESSER FOOT LIFT
optional

NEEDLE TYPE
DBx1

STANDARD CUTTING WIDTH
4,8 mm

Global SK Series
SINGLE NEEDLE LOCKSTITCH WITH EDGE CUTTER

333 SK
Single needle, drop feed lockstitch machine with edge cutter. Machine has fully automatic lubrication.

Máquina de pespunte, una aguja, arrastre por diente con recorte lateral (coser y cortar).
Lubricación automática.

Einnadel, Untertransport, Steppstich, Schnellnäher mit Kantenabschneider. Die Maschine ist mit  
vollautomatischer Schmierung ausgestattet.

Machine une aiguille point noué, entraînement par griffe, avec couteau raseur. Lubrification automatique.

NF 331 SK
Same as above, but with needle feed.

La misma que la 333 SK, pero equipada con arrastre aguja.

Baugleich mit 333 SK, jedoch mit Nadeltransport.

Identique au modèle 333 SK, mais avec entraînement aiguille.

NF 331 SK-AUT
Same as NF 331 SK, but with thread trimmer and automatic back tack.

La misma que la NF 331 SK, pero equipada con corta-hilos y remate eléctrico.

Baugleich mit NF 331 SK, jedoch mit Fadenabschneider und Verriegelungsautomatik (elektrisch).

Identique au modèle NF 331 SK, mais avec coupe-fil et arrêts automatiques.

SIDE KNIFE 
ATTACHMENT

331 SK
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