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TECHNICAL
SPECIFICATIONS

MACHINE SPEED
4000 spm

OILING SYSTEM
manual

STITCH LENGTH
max 6,4 mm

PRESSERFOOT LIFT
max 8 mm

NEEDLE BAR STROKE
31,7 mm

NEEDLE TYPE
DVx57

NEEDLE GAUGE
6,4 – 25,4 – 6,4 mm

Global WB 302 U 406 (jeans)
CHAINSTITCH MACHINE

4 needle, cylinder arm chainstitch machine with needle feed,drop feed and top driven puller feed.  
Two independent lower puller rolls can be individually adjusted, for even pulling on curved or straight  
waistbands.

Máquina de coser 4 agujas cadeneta, brazo cilíndrico, con arrastre por aguja, dientes, puller trasero y  
rodillos inferiores. Estos pueden ser regulados individualmente para un arrastre más ajustado en cinturillas 
curvas o rectas.

4-Nadel-Zylinderarm-Kettenstichmaschine für Hosenbunde, mit Nadeltransport und Puller.  
Zwei unabhängig arbeitende Pullerwalzen können individuell eingestellt werden. (Inline Maschine)

Machine canon 4 aiguilles  point de chaînette  avec entraînement par aiguille, griffe et puller supérieur.  
Puller inférieur avec 2 rouleaux indépendants réglable séparément, pour utilisation sur ceinture droite ou  
en forme.
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