INSIDE OPANKA

SM 7500

Global SM 7500
SHOE PRODUCTION MACHINE

TECHNICAL
SPECIFICATIONS

Single needle lockstitch sewing machine for side stitching of shoe soles. The machine is equipped with a
small horn. This horn is used for side stitching of the shoes and box soles, also for stitch surmounting
the tip of the upper. Specially designed for boots and children’s shoes. Complete with table top, special stand MACHINE SPEED

INDUSTRIAL SEWING MACHINES

and Ho Hsing servomotor. max 600 SPM
Méquina de pespunte para coser los lados del suelo de zapato. La méquina esta equipada con un brazo STITCH LENGTH
chico. El brazo para coser los lados y suelos de caja del zapato, también para coser alrededor de la punta 3-10 mm

de la parte arriba del zapato. Especialmente para zapato de nifio y botas. Completa con tablero, bancada

y motor servo Ho Hsing. PRESSER FOOT LIFT

Méquina de coser dos lados da sola do sapato. A maquina esta equipada com um brago pequeno. standard (electric)

0 braco para coser os lados e caixa de solas do sapato, também para coser a volta da ponta da parte

de cima do sapato. Especialmente para sapato de crianca e botas. A maquina sera entregue com os pés, SEWING THICKNESS
tampo e servomotor Ho Hsing. 2-6mm
NEEDLE TYPE

4035




