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Jednojehlové a dvoujehlové sloupové stroje
se spodnim ponornym, jehelnim
a patkovym podavanim

Postbed single and twin
with bottom, needle and a
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Charakteristika - Technical features - Xapakrepncrnka

Stroje jsou charakteristické velkopriimeérovymi chapaci a délkou stehu az 8,5 mm. Maximalni
rychlost Siti je 2000 ot./min. Rada dvoujehlovych strojii se vyrabi s pevnym jehelnikem
(GP-230-443 MH) nebo s vypinatelnymi jehlami (GP-234-443 MH). Dvoujehlové stroje Ize vyba-
Vit rozeSivaci patkou s odpruzenym centrainim vodicem a vodicem kryci pasky s odvijecim
zafizenim. Stroje Ize vyuzit pro Siti textilu, technickych materialii a kizi zejména v automobi-
lovém a calounickém primyslu.

The machines are characterized by large diameter hook and stitch length up to 8.5 mm.
Maximum sewing speed is 2000 rpm. Twin needle machines are supplied either with fixed
needle clamp (GP-230-443 MH) or with disengageable needles (GP-234-443 MH). They can be
supplied with top stitch guide presser foot with spring-operated flexible central guide and
tape guide with feeding rack. Machines are designed for sewing fabrics,
technical materials or leather, especially in automotive and upholstery
industries.

MaLunHbI ¢ YeNHOKOM yBeNnYeHHOro 0bbema 1 ANINHHON CTexKa 0 8,5 MM.
MakcumanbHasa ckopocTb wuTba 2000 06/mMuH. Cepua ABYXUTONbHBIX MALLNH
C KOMNAKTHbIM urnogepxatenem (GP-230-443 MH) unu ¢ oTkntoueHnem urmbl
(GP-234-443 MH). [IByxuronbHble MaLLHbl MOXHO CAENaTb C NanKoil ana
pacTpaunBaHIA, HanpaBUTeNeM BLUUBaEMOIi NeHTbI 1 npucnocobnexnem
[NA 0TMOTbIBaHUA 60pTOBOIA TeCbMbl. MaLLMHbI NpeAHa3HaueHbI ANA WHTbA
TEKCTUNA, TeXHYECKMX MATEPUANIOB 1 KOXU B NPEANPUATAAX ANA LWNTbA
ABTOCUAEHNIA N 0OUBKN.

Even if sewing with thick threads, the large diameter hooks
~. provide sufficient capacity of bobbin thread.

Y WnTbA TOACTOI HUTEIl 06€CNeYatoT YeNHOKIN 60/1bLLIOTO
Anametpa [Z0CTaTOYHbII 3aNac HATH.

is controlled by Iever “A". Needle function is restored
manually by pressing the lever “B".

OTKntoueHne NpaBoii Unn N1eBoii UMbl y MaLMHbI GP-234-443
MH penaetca pbivarom, A”. loBTopoYHoE BKNlOUEHME Rozpichy jehel (mm) / Needle gauges (mm)
UMbl pblyarom,,B”. / PoccToanme mexay urnamu (Mm)

Specifications / Especificacées / Cneuyndurkauymsa

Number of needles Reverse stitching Autom. i Needle Presser
immi presser foot

foot stroke

lifter (mm)

GP-130-443 MH o 85 (19305_;‘6107) 16 2000

GP-230-443 MH o . . e 85 (1935_4‘6%7) 16 2000

GP-234-443 MH . . . ° 85 org 2000
L]
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