Typ Model
MN-4500 series

Vicejehlové ramenové stroje

Multi needle machines
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(GARUDAN

& MODELOVE ZNACENi
&~ MODEL NUMBERING

MN-4504

MN: vicejehlové ramenové stroje

POCET JEHEL:

04: Ctyfjehlové

06: Sestijehlové

09: devitijehlové
12: dvanéctijehlové
13: tfinactijehlové

ODTAHOVY VALEC

TYP ODTAHOVEHO VALCE:

S: standardné je dodavan odtahovy vélec, horni 28 zubd,
spodni 15 zubl

0: odtahovy vélec hornf hladky, spodnfi hladky

1: odtahovy vélec hornf 18 zubU, spodni 10 zubl

2: odtahovy vélec hornf 22 zub(, spodni 12 zubl

3: odtahovy vélec horni ocelovy - zubaty, spodni hladky

—
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P STANDARD PO P1 PQ

ROZTEC JEHEL:
032: 3,2 mm
048: 4,8 mm
050: 5,0 mm
064: 6,4 mm
085: 8,5 mm
095: 9,5 mm
106: 10,6 mm
127: 12,7 mm

PODTRIDA:

A: kompenzacni délend patka
(pouze u Ctyfjehlovych strojd
kdyz B=C=D)

o
hoae

e
B C Dmm

@ VOLITELNE PRISLUSENSTVI:
PMD: mechanické davkovani
FR401: zakladac pro Siti gumy

(Detaily naleznete na dalSich strankdch)

MN-4500
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MULTI NEEDLE
MACHINES

PMD

oy Co

MN: Multi needle machines

NUMBER OF NEEDLES:
04: 4-Needle
06: 6-Needle
09: 9-Needle
12:12-Needle
13:13-Needle

REAR PULLER

TYPE OF PULLER:
S: Standard type: Upper roller 28 teeth,
lower roller 15 teeth
0: Upper roller O teeth, lower roller O teeth
1: Upper roller 18 teeth, lower roller 10 teeth
2: Upper roller 22 teeth, lower roller 12 teeth
3: Upper steel roller with teeth, lower roller 0 teeth

L i_ L

P STANDARD PO P1 P2 P3

—
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NEEDLE DISTANCE:
032: 3,2 mm

048: 4,8 mm

050: 5,0 mm

064: 6,4 mm

085: 8,5 mm

095: 9,5 mm

106: 10,6 mm

1927: 12,7 mm

SUB-CLASS:

A: Bisector presser foot
(for 4-needle machines
only if B=C=D)

Lkl

e
B C Dmm

OPTIONAL DEVICE:
PMD: Lower feed metering device
FR401: Elastic hemming 2-folds

(Details at following pages)



(GARUDAN MN-4500 e

INDUSTRIAL SEWING MACHINES : —

& CHARAKTERISTIKA
4" GENERAL FEATURES

v o v o

e Maximalni rychlost 3iti do 4500 steh za minutu. o Maximum sewing speed up to 4500 stitches per minute.

e Automatické tlakové mazani zarucuje dlouhou Zivotnost o Automatic oiling system provides longer machine’s and parts’
stroje a dilct (obr. A a B). life (pic. A and B).

e Patentovany systém nitové péaky redukuje prenos vibraci e Patented thread take-up lever system reduces sewing
a moznost znecisténi olejem. vibration and prevents from oil leaking.

e Jednoduché nastaveni délky stehu (obr. C). e Easy operated adjustment of stitch length (pic. C).

e Obvod ramene je 43 cm (v¢€etné spodniho odtahového e Cylinder bed circumference is 43 cm (including the lower
vélce, obr. D). roller of rear puller, pic D).

e MoZnost ménit jednoduse rozpichy pomoci Sicich sad. e Different sewing requirements can be achieved by changing

gauge sets.
o Siroky rozsah p¥idavnych aparétd.
e large selection of various attachments.

obr. B




MULTI NEEDLE
MACHINES

(GARU DAN

INDUSTRIAL SEWING MACHINES

MN-4500

& CTYRJEHLOVE OSMINITNE STROJE
& 4NEEDLE, 8 THREAD MACHINE

MN-4504P

CHARAKTERISTIKA:

Tato fada strojl je standardné dodévana s odtahovym a napinacimi Valci
a voditkem, které je vhodné zejména pro Stepovani sumy v pasovém Iim-
ci. Velké mnozstvi rozpichl umozZniuje stroj pouzit i pro mnoho jinych Si-
cich operaci.

POUZITi:
e Spodni prédlo, kosile, kalhoty, pracovni obleceni, povieceni, zavésy,

z4clony atd.

VOLITELNE PRISLUSENSTVi:

® PMD - mechanické davkovani
e FR406 - vybaveni pro nasivani pdsku

GENERAL FEATURES:

This series is supplied with rear puller, fabric tension controlling device
and guide that is suitable for waistband elastic tape attaching. Large
selection of various gauge sets enables many other sewing operations.

APPLICATION:

e Suitable for attaching elastic tape to the waist of trunks, boxers and
similar garments.

OPTIONAL DEVICE:

o PMD - Lower feed metering device
e FR406 - Line stripes attaching device

A,
[} | & i o) | 22| @) e
*B'CDem  (MM) (mm) (mm) UO x 113 S.P.M.
A B C D
MN-4504P-064(A) 199 64 64 64
MN-4504P-085(A) 955 85 85 8,5
MN-4504P-095(A) 985 95 95 95
MN-4504P-106(A) 31,8 106 10,6 10,6
MN-4504P-127(A) 4 8 381 12,7 12,7 12,7 1,6-3,6 8 75-90 4500 FZ:\(I))()
MN-4504P-048-191 98,7 48 191 48
MN-4504P-048-254 350 48 954 48
MN-4504P-064-197 955 64 197 6,4
MN-4504P-064-191 31,9 64 191 64
MN-4504P-064-254 382 64 954 6,4




(GARU DAN

MN-4500

MULTI NEEDLE
MACHINES

INDUSTRIAL SEWING MACHINES

v o

SESTIJEHLOVE DVANACTINITNE STROJE

4" 6NEEDLE, 12-THREAD MACHINE

MN-4506P

v o
CHARAKTERISTIKA:

Tato fada strojl je standardné dodévana s odtahovym vélcem. Stroj Ize

bavenim je FR406, které umoznuje nasit az 3 pdsky. Pouzitim jinych vyba-
ven( Ize stroj pouzit i na dalsf Sicl operace.

POUZITI:

e Kalhoty, pracovni obleceni, bundy atd.

VOLITELNE PRISLUSENSTVI:

® PMD - mechanické davkovani
® FR406 - vybaveni pro nasivani pdsku

objednat s rozpichem jehel 6,4 mm, 8,5 mm a 9,5 mm. Doporuenym vy-

v o
GENERAL FEATURES:

This series is supplied with rear puller and can be ordered with 6,4 mm,
8,5 mm or 9,5 mm gauge sets. Suggested device is FR406 that enables to
attach up to 3 tapes. Machine can be used for other sewing operations

by using other devices.

APPLICATION:

e Suitable for attaching elastic tape to the waist of trunks, boxers and
similar garments.

OPTIONAL DEVICE:

® PMD - Lower feed metering device
e FR406 - Line stripes attaching device

A (mm)
o § = ( AVAILABLE
g ' 8 o 2l — i s DEVICE
B (Mm) (mm) (mm) UO x 113 S.P.M.
A B
MN-4506P-064 32,0 6,4 PMD
MN-4506P-085 6 12 495 8,5 1,6-3,6 8 75-90 4500 FR406
MN-4506P-095 47,5 9,5




(GARU DAN MN-4500 e

INDUSTRIAL SEWING MACHINES e ——

& DEVITIJEHLOVE OSMNACTINITNE STROJE
& 9NEEDLE, 18- THREAD MACHINE

(1
L]
MN-4509P
v o v o
CHARAKTERISTIKA: GENERAL FEATURES:
Tato fada strojl je standardné dodavana s odtahovym vélcem. Stroj se This series is supplied with rear puller and standardly supplied with
standardné dodéva s rozpichem jehel 6,4 mm. Celkova rozte¢ mezi krajni- 6,4 mm gauge set. Total needle distance between outer needles is
mi jehlami je tedy 51,2 mm. Doporucenym vybavenim je FR406, které 51,2 mm. Suggested device is FR406 that enables to attach up to 4 tapes.
umozniuje nasit az 4 pasky. PouZzitim jinych vybaven( ze stroj pouzit i na Machine can be used for other sewing operations by using other devices.

dalsi Sici operace.
APPLICATION:

POUZITI: e Suitable for various applications, such as trunks, sports pants.
e Kalhoty, pracovni obleceni, bundy atd.

PO . OPTIONAL DEVICE:
VOLITELNE PRISLUSENSTVI: e PMD - Lower feed metering device

® PMD - mechanické davkovani e FR406 - Line stripes attaching device
e FR406 - vybaven pro nasivani pdsku

A (o)
= - ( AVAILABLE
-: l 8 Ll " ? _ o IABL
T () () mm | Wx1s | spm,
MN-4509P-064 9 | 18 | A=512 B-64 16-36 8 75-90 | 4500 | PMD, FR406

g



(GARU DAN

MN-4500

MULTI NEEDLE
MACHINES

INDUSTRIAL SEWING MACHINES

& DVANACTIJEHLOVE DVACETICTYRNITNE STROJE

& 12-NEEDLE, 24-THREAD MACHINE

MN-4512P

CHARAKTERISTIKA:

Tato fada strojl je standardné dodavana s odtahovym vélcem. Lze ji
dodat se tfemi druhy rozpich.

Maximalni celkova rozte€ mezi krajnimi jehlami je tedy:

59,8 mm pfi rozteci 4,8 mm

55,0 mm pfi rozteci jehel 5,0 mm

70,4 mm pfi rozteci jehel 6,4 mm.

POUZITI:

e Spodnf pradlo, kosile, kalhoty, pracovni obleceni, povleceni, zavésy,
zaclony atd.

VOLITELNE PRISLUSENSTVI:

® PMD - mechanické ddvkovanf

FR406 — vybaveni pro nasivani pdsku

PS001 - vybavenf pro Sitf pruznou niti (gumickou)faseni
PTOO01 - vybaveni ,tuxedo” (Sitf skladd)

GENERAL FEATURES:

This series is supplied with rear puller and standardly supplied with three
different gauge sets. Total needle distance between outer needles is as
follows:

59,8 mm (4,8 mm needle distance)

55,0 mm (5,0 mm needle distance)

70,4 mm (6,4 mm needle distance)

APPLICATION:
e Suitable for various applications, such as trunks, sports pants.

OPTIONAL DEVICE:

e PMD - Lower feed metering device
FR406 - Line stripes attaching device
PS001 - Elastic thread shirring

PTOO1 - Pin tucking

A (o)
[ |
-: ' gi W U :U:% o J'k (o AVAILABLE
*ET T (Mm) (mm) (mm) UO x 113 S.P.M. DEVICE
MN-4512P-048 A=5928 B=48 FPRToDo
MN-4512P-050 12 24 A =550 B=5,0 1,6-3,6 8 75-90 4500 PTOO1T
MN-4519P-064 A =704 B=64 pS001




MULTI NEEDLE
MACHINES

(GARUDAN

INDUSTRIAL SEWING MACHINES

MN-4500

& TRINACTIJEHLOVE DVACETISESTINITNE STROJE
& 13-NEEDLE, 26-THREAD MACHINE

MN-4513P

CHARAKTERISTIKA:

Tento multifunkénf stroj se standardné dodéva s jehelnikem s rozpichem
6,4 mm. MUZe byt vybaven specidlnim jehelnikem (viz foto), ktery
umozniuje multifunkeni Siti bez nutnosti vymény Sici sady. Stroj je
standardné dod4avén s odtahovym valcem.

Maximalni celkové rozte¢ mezi krajnimi jehlami je 76,8 mm nebo 57,6 mm.

POUZITI:

e Spodni pradlo, kosile, kalhoty, pracovni obleceni, povieeni, zavésy,
zaclony atd.

VOLITELNE PRISLUSENSTVi:

® PMD - mechanické davkovani
e FR406 - vybaveni pro nasivani paskl

GENERAL FEATURES:

This multi-function machine can be equipped with special needle clamp
that enables to sew with three different maximum needle distances wit-
hout changing needle gauges. This series is supplied with rear puller.

Total needle distance between outer needles is 76,8 m or 57,6 mm.

APPLICATION:
e Suitable for various applications, such as trunks, sports pants.

OPTIONAL DEVICE:

o PMD - Lower feed metering device
e FR406 - Line stripes attaching device

A (o)
[ |
-: ' gi W U @ o J'k (C AVAILABLE
BT (mm) (mm) (mm) Uox113 | sPM. DEVICE
MN-4513P-064 13 | g |A=T68 B=64 16-3,6 8 7590 4500 PMD
MN-4513P-064-032 A=576 B=64 C=39 FR406

g



(GARUDAN

MULTI NEEDLE
MACHINES

INDUSTRIAL SEWING MACHINES

MN-4500

& MECHANICKE SPODNi DAVKOVANI GUMICKY
& ELASTIC TAPE INSERTING ATTACHING

CHARAKTERISTIKA:

Tato fada strojl je standardné dodavéna s odtahovym vélcem a mecha-
nickym davkovanim gumicky. Dopru¢enym vybavenim je FR405 nebo SF.
Pouzitim jinych vybavenf Ize stroj pouzit i na dalsi Sicl operace.

POUZITI:
e V3ivani gumy do pasového limce. Kalhoty, pracovni oblecenf, bundy
atd.

bézné sitf
sewing without FR401
attachment

) ’ ’ ’ ’ ’ ’

GENERAL FEATURES:

This series is supplied with rear puller and elastic tape inserting attaching.
Suggested device is FR405 or SF. Machine can be used for other
sewing operations by using other devices.

APPLICATION:

e Suitable for attaching elastic waistband to trunks or boxers, sports
pants etc.

A ()

= l Lkl

‘o

((\ AVAILABLE
»

DEVICE

B, (mm) (mm) (mm) UO x 113 S.P.M.
MN-4504P-xxx/PMD 4 8 Mohou byt pouzity
MN-4506P-xxx/PMD 6 12 | v3echny standardni FR401
MN-4509P-xxx/PMD 9 18 rozpichy. 1,6-3,6 8 75-90 4000 FR405
MN-4512P-xxx/PMD 12 24 All standard needle Sk
MN-4513P-xxx/PMD 13 26 gauges can be used.




MULTI NEEDLE
MACHINES

(GARU DAN

INDUSTRIAL SEWING MACHINES

MN-4500

& SITi PRUZNOU NITi (GUMIEKOU) - RASENI
" ELASTIC THREAD SHIRRING

MN PS001

CHARAKTERISTIKA:

Tato fada stroji se dodéavé pouze ve 12-ti jehlovém provedent. Stroj je
standardné vybaven hladkym polyurethanovym odtahovym vélcem.
Misto spodnich nitf se pouziva nit pruzng, kterd vyrobek ,stdhne”, Sev
zUstava pruzny.

GENERAL FEATURES:

This series is supplied with 12-needle version with O-teeth polyurethan
rear puller. Machines use elastic threads instead of standard bottom thre-
ads. This enables to achieve elastic seam.

POUZITI:

POUZITI: e Suitable for ladies fashion wear.

e Ozdobné pruzné nafasenf

A )

=

0

Lkl

=l
’@

((\ AVAILABLE
»

DEVICE

BT (mMm) (mm) (mm) UO x 113 S.P.M.
MN-4512P0-048,/PS001 19 o4 A =528 B=48 16-3,6 8 75-90 4000
MN-4512P0-064,/PS001 A=704 B=64




(GARUDAN MN-4500 e

INDUSTRIAL SEWING MACHINES

& SITi SKLADU
& PIN TUCKING

MN PT001 ' /

v o v o
CHARAKTERISTIKA: GENERAL FEATURES:
Tato fada stroju se dodédvé pouze ve 12-ti jehlovém provedent. Stroj je This series is supplied with 12-needle version with O-teeth polyurethan
standardné vybaven hladkym polyurethanovym odtahovym vélcem. rear puller. Special device makes bends that are subsequently seamed.
Specidlni aparat vytvori zdhyby, které jsou nasledovné zasity.
. APPLICATION:
PoOUZITI: e Suitable for men's tuxedo shirts etc.
e Tzv. tuxedo” ozdobné siti na panskych kosilich, nebo damskych
halenkach.

A )
- U ((\ AVAILABLE
olle —— —' = o

BT (M) (mm) (mm) UO x 113 S.P.M. DEVICE

Y&

MN-4512P0-048/PTOOT | o | o, A=528 B=48

1,6-3,6 8 75-90 2500
MN-4512P0-064/PT001 A=704 B=64




(GARUDAN MN-4500 e

INDUSTRIAL SEWING MACHINES - — |

& NASIVANi OZDOBNYCH PASKU
" LINE STRIPES ATTACHING

i rrsoo [ S

v o v o
CHARAKTERISTIKA: GENERAL FEATURES:
Tato fada stroji se dodéavé pouze ve 12-ti jehlovém provedent. Stroj je This series is supplied with 12-needle version with O-teeth polyurethan
standardné vybaven hladkym polyurethanovym odtahovym vélcem. rear puller.
POUZITI: APPLICATION:

e Sportovni kalhoty, bundy apod. e Suitable for various applications, such as trunks,sports pants.

': ' W @ 2= J'k (C AVAILABLE

0

BT (Mm) (mm) (mm) UO x 113 S.P.M. DEVICE
MN-4512P0-048/FR406 19 o4 A=528 B=48 16-36 8 75-90 4000
MN-4512P0-064/FR406 A=704 B=64

a9



(GARUDAN MN-4500 e

INDUSTRIAL SEWING MACHINES — |

VOLITELNE PRISLUSENSTVE & g MECHANICKE DAVKOVANI GUMY

et ef AL bevic: 4 LOWER FEED METERING DEVICE

3-."3'- P ] e Zajistuje presné dévkovani gumy pfi jejim viivani do pasového limce.

o Lower feed metering device.

Moznosti viivani gumy:
Application:

s
VAR A ;o
S VAR A A

S S S
S VAR A A
T T T 1

VOLITELNE PRISLUSENSTVE [ g 7AKLADAC PRO SITi GUMY DO PASU (OTEVRENE PROVEDENI)

6 st G N AL bevicel & ELASTIC HEMMING - 2 FOLDS

e Zajistuje podehnuti materidlu a jeho nasiti na pod nim vedenou gumicku.
(Max. sife gumy je 40 mm)

o Elastic hemming - 2 folds.

C = max. 40 mm

VOLITECNEPRISLUSENSTVE = g 7ZAKLADAC PRO SITi PASOVEHO LIMCE (PRIME SITi)

6 et @ NAt bevice 4" TOPANDBOTTOM WAISTBAND ATTACHMENT

o Zajistuje zaloZeni 2 paskl napf. pfi it pfedniho dilu kosil, prac. oblecenti atd.

e Top and bottom waistband attachment.

A (mm) | B (mm) C (mm)
38,1 49 65
31,8 35 56




(GARUDAN MN-4500 oo

INDUSTRIAL SEWING MACHINES —_— |

VOLITECNEPRISLUSERSTVE = g 7ZAKLADAC PRO SITi PASOVEHO LIMCE (TVAROVE S$ITi)
" TOP AND BOTTOM WAISTBAND ATTACHING

OPTIONAL DEVICE

e Zajistuje zaloZeni 2 pasku, pfipadné itl pasku limce (tvarové 3iti).

e Top and bottom waistband attaching.

A (mm) | B (mm) | C (mm)
38,1 49 | 65
31,8 35 | 56

VOLITECNEPRISLUSENSTVE 1 g LEMOVAC PRO SITi PASOVEHO LIMCE
et @ NAY sevic: 4 CURVE WAISTBAND ATTACHING

e Zajistuje zaloZeni pdsového limce.

o Curve waistband attaching.

A (mm) [ B (mm) | C (mm)
38,1 49 110
31,8 35 95
954 | 30 85

VOLITELNE PRISLUSENSTVE [ g 7AKLADAC PRO SITi GUMY DO PASU (UZAVRENE PROVEDEN()

6 et G NAt brvice 4 ELASTIC HEMMING - 3 FOLDS

D g F i e Zajistuje zaloZeni materidlu a uloZeni gumy do vytvofeného tunylku.

o Elastic hemming - 3 folds.

A (mm) | B (mm) | C(mm) B

L]
985 | 33 31
954 | 30 08
» 381 | 49 40

191 | 95 93
318 | 35 34




(GARUDAN MN-4500 oo

INDUSTRIAL SEWING MACHINES —

VOLITELNE PRISLUSENSTVI & NASIVANi OZDOBNE PASKY
5 P11 6 NAT bEvice 4 LINESTRIPES ATTACHING

e Zajistuje zaloZeni ozdobnych péskd.

e Line stripes attaching.

A (mm) | B mm) | C mm)
4,8 8 16

i

6,4 9,5 19

VOLITELNE PRISLUSENSTVI Ve SPIRALOVY ZAKLADAC
OPTIONAL DEVICE & SPIRAL FOLDER

e Komfortnf itf padsového limce, kdy je guma obalena materidlem.

o Comfortable waistband sewing, elastic tape is covered by material.

A (mm) | B mm) | Cmm)
28,5 33 31
95,4 30 28
38,1 49 40
19,1 25 23
318 | 35 34
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Vicejehlové ramenové stroje

A
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Multi needle machines

tel.: +420 5
fax: +420 5




